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FORESTRY  R-1 A-356
Tubeless & Tube type

Loaded Rolling PR,Stars
Static circ. Load Infl.
radius Index press

mm mm mm mm Speed bar 10 15 20 25 30 35 40 50
in in in in Symbol psi 6 9 12 16 19 22 25 31

1.5 3080 2010 1800 1650 1490 1430 1380 1340 1220
22 6780 4430 3960 3630 3280 3150 3040 2950 2690
1.7 3310 2160 1930 1770 1600 1540 1480 1440 1310
25 7290 4760 4250 3900 3520 3390 3260 3170 2890
1.9 3520 2300 2050 1880 1700 1640 1580 1530 1390

DW12 28 7750 5070 4520 4140 3740 3610 3480 3370 3060
13.6 - 24 W12 345 1190 542 3531 2.1 3750 2450 2180 2000 1810 1740 1680 1630 1480

W11 13.6 46.9 21.3 139.0 30 8260 5400 4800 4410 3990 3830 3700 3590 3260
2.3 3930 2570 2290 2100 1900 1830 1760 1710 1560

10PR 33 8660 5660 5040 4630 4190 4030 3880 3770 3440
128A8 2.5 4140 2700 2410 2210 2000 1930 1850 1800 1640
136A2 36 9120 5950 5310 4870 4410 4250 4070 3960 3610

1.5 3610 2360 2100 1930 1740 1680 1620 1570 1430
22 7950 5200 4630 4250 3830 3700 3570 3460 3150
1.7 3890 2540 2260 2080 1880 1810 1740 1690 1540
25 8570 5590 4980 4580 4140 3990 3830 3720 3390

DW13 1.9 4160 2720 2430 2230 2010 1940 1860 1810 1650
W13 378 1245 562 3674 28 9160 5990 5350 4910 4430 4270 4100 3990 3630
W13 14.9 49.0 22.1 144.6 2.1 4420 2880 2570 2360 2130 2050 1980 1920 1750

DW13 30 9740 6340 5660 5200 4690 4520 4360 4230 3850
2.5 4880 3180 2840 2610 2350 2270 2180 2120 1930

14PR 36 10750 7000 6260 5750 5180 5000 4800 4670 4250
138A8 3.0 5430 3540 3160 2900 2620 2530 2430 2360 2150
144A2 44 11960 7800 6960 6390 5770 5570 5350 5200 4740

1.5 3840 2510 2240 2050 1850 1790 1720 1670 1520
22 8460 5530 4930 4520 4070 3940 3790 3680 3350
1.7 4120 2690 2400 2200 1990 1920 1840 1790 1630
25 9070 5930 5290 4850 4380 4230 4050 3940 3590

 DW13 1.9 4390 2870 2560 2350 2120 2040 1970 1910 1740
W13 378 1350 618 4019 28 9670 6320 5640 5180 4670 4490 4340 4210 3830

W12D 14.9 53.1 24.3 158.2 2.1 4670 3050 2720 2500 2250 2170 2090 2030 1850
W12 30 10290 6720 5990 5510 4960 4780 4600 4470 4070

2.5 5180 3380 3020 2770 2500 2410 2320 2250 2050
14PR 36 11410 7440 6650 6100 5510 5310 5110 4960 4520
140A8 3.0 5750 3750 3350 3080 2780 2680 2580 2500 2280
147A2 44 12670 8260 7380 6780 6120 5900 5680 5510 5020

1.5 4740 3090 2760 2530 2290 2200 2120 2060 1870
22 10440 6810 6080 5570 5040 4850 4670 4540 4120
1.7 5080 3320 2960 2720 2450 2360 2280 2210 2010
25 11190 7310 6520 5990 5400 5200 5020 4870 4430

DW15L 1.9 5430 3540 3160 2900 2620 2530 2430 2360 2150
W15 429 1420 645 4207 28 11960 7800 6960 6390 5770 5570 5350 5200 4740

W14L 16.9 55.9 25.4 165.6 2.1 5750 3750 3350 3080 2780 2680 2580 2500 2280
DW14 30 12670 8260 7380 6780 6120 5900 5680 5510 5020

2.5 6370 4160 3710 3410 3070 2960 2850 2770 2520
14PR 36 14030 9160 8170 7510 6760 6520 6280 6100 5550
145A8 2.7 6670 4350 3890 3570 3220 3100 2990 2900 2640
152A2 39 14690 9580 8570 7860 7090 6830 6590 6390 5810

14.9 - 28

16.9 - 28

Static

14.9 - 24

Speed, km/h (mph)
Recommended load, kg  (lbs)

Size Rim

Unloaded 
dimension

SW OD

Constant load application

Modern diagonal forestry tire for high power tractors on heavy duty 
jobs in forestry and heavier operation in agriculture.  the tire is 
pplicable also for construction application in agriculture.The tire is 
designed for high traction abilities, low slip and low fuel 
consumption.
The main construction characteristics of the tire are: strong nylon
casing and steel belts, high undertread gauge, strong and thick 
sidewalls, special tread compound and protective mud guard. 
all of these promise long tire life under heavy working conditions in 
the forests, as well as, smooth and long lasting work in agriculture.  
In addition, high non skid depth promises  high traction forces on 
cohesive and wet soil.



2

A-356 FORESTRY  R-1 (cont)
Loaded Rolling PR,Stars
Static circ. Load Infl.
radius Index press

mm mm mm mm Speed bar 10 15 20 25 30 35 40 50
in in in in Symbol psi 6 9 12 16 19 22 25 31

1.5 5130 3350 2990 2740 2480 2390 2300 2230 2030
22 11300 7380 6590 6040 5460 5260 5070 4910 4470
1.7 5500 3590 3200 2940 2650 2560 2460 2390 2170
25 12110 7910 7050 6480 5840 5640 5420 5260 4780

DW15 1.9 5890 3840 3430 3150 2840 2740 2640 2560 2330
W15L 429 1575 722 4693 28 12970 8460 7560 6940 6260 6040 5810 5640 5130
W14L 16.9 62.0 28.4 184.7 2.1 6230 4070 3630 3330 3010 2900 2790 2710 2470

30 13720 8960 8000 7330 6630 6390 6150 5970 5440
2.3 6580 4290 3830 3520 3170 3060 2950 2860 2600

14PR 33 14490 9450 8440 7750 6980 6740 6500 6300 5730
146A8 2.5 6900 4500 4020 3690 3330 3210 3090 3000 2730
154B 36 15200 9910 8850 8130 7330 7070 6810 6610 6010

1.5 6390 4170 3730 3420 3090 2970 2860 2780 2530
22 14070 9190 8220 7530 6810 6540 6300 6120 5570
1.7 6880 4490 4010 3680 3320 3200 3080 2990 2720
25 15150 9890 8830 8110 7310 7050 6780 6590 5990

W16L 1.9 7340 4790 4270 3920 3540 3410 3290 3190 2900
DW16 486 1671 750 4914 28 16170 10550 9410 8630 7800 7510 7250 7030 6390
W15L 19.1 65.8 29.5 193.4 2.1 7800 5090 4540 4170 3760 3630 3490 3390 3080

DW15L 30 17180 11210 10000 9190 8280 8000 7690 7470 6780
2.3 8210 5360 4780 4390 3960 3820 3680 3570 3250

14PR 33 18080 11810 10530 9670 8720 8410 8110 7860 7160
154A8 2.5 8630 5630 5030 4610 4160 4010 3860 3750 3410
161A2 36 19010 12400 11080 10150 9160 8830 8500 8260 7510

1.5 6600 4310 3850 3530 3190 3070 2960 2870 2610
22 14540 9490 8480 7780 7030 6760 6520 6320 5750
1.7 7110 4640 4140 3800 3430 3310 3180 3090 2810
25 15660 10220 9120 8370 7560 7290 7000 6810 6190

W16L 1.9 7590 4950 4420 4060 3660 3530 3400 3300 3000
16DD 467 1750 803 5217 28 16720 10900 9740 8940 8060 7780 7490 7270 6610
W16A 18.4 68.9 31.6 205.4 2.1 8050 5250 4690 4310 3890 3750 3610 3500 3190

DW15L 30 17730 11560 10330 9490 8570 8260 7950 7710 7030
2.3 8490 5540 4940 4540 4100 3950 3800 3690 3360

14PR 33 18700 12200 10880 10000 9030 8700 8370 8130 7400
155A8 2.5 8910 5810 5190 4770 4300 4150 3990 3875 3530
162A2 36 19630 12800 11430 10510 9470 9140 8790 8540 7780

1.5 7840 5120 4570 4190 3790 3650 3510 3410 3100
22 17270 11280 10070 9230 8350 8040 7730 7510 6830
1.7 8440 5510 4920 4510 4070 3930 3780 3670 3340
25 18590 12140 10840 9930 8960 8660 8330 8080 7360

W18L 1.9 8990 5870 5240 4810 4340 4180 4030 3910 3560
18DD 528 1835 834 5438 28 19800 12930 11540 10590 9560 9210 8880 8610 7840
W18A 20.8 72.2 32.8 214.1 2.0 9270 6050 5400 4960 4470 4310 4150 4030 3670
W16L 29 20420 13330 11890 10930 9850 9490 9140 8880 8080

2.1 9550 6230 5560 5100 4610 4440 4270 4150 3780
14PR 30 21040 13720 12250 11230 10150 9780 9410 9140 8330
159A8 2.3 10060 6560 5860 5380 4860 4680 4510 4375 3980
166A2 33 22160 14450 12910 11850 10700 10310 9930 9640 8770

For free rolling application on trailers up to 25 km/h the maximum load could be increased up to 15% and inflation
 pressure 20% related to the data given in the tables

1. Tires in other symbol marks or load indexes than listed can be ordered. 4. Field triple: 82% of field single
2. Tubeless tires can be ordered 5. Recommended rim in red (Bold).
3. Field dual: 88% of field single

Constant load application

Speed, km/h (mph)
Recommended load, kg  (lbs)

20.8 - 38

16.9 - 34

18.4 - 34

18.4 - 38

Static

Size Rim

Unloaded 
dimension

SW OD



FORESTRY FLOTATION     I-3 I-331
Tubeless

Loaded Rolling
Static circ. PR Infl.
radius Load press

Index
mm mm mm mm Speed bar 10 20 30 40 50 10 *HT 10 *LT

in in in in Symbol psi 6 12 19 25 31 6 * HT 6 * LT

1.5 4140 2520 2210 1930 1800 1800 2210
22 9120 5550 4870 4250 3960 3960 4870
2.4 5450 3320 2920 2540 2370 2370 2920
35 12000 7310 6430 5590 5220 5220 6430
2.6 5700 3470 3050 2650 2480 2480 3050

600 1170 510 3380 38 12560 7640 6720 5840 5460 5460 6720
23.6 46.1 20.1 133.1 2.8 5960 3630 3190 2770 2590 2590 3190

41 13130 8000 7030 6100 5700 5700 7030
3.0 6210 3780 3320 2890 2700 2700 3320

16PR 44 13680 8330 7310 6370 5950 5950 7310
144A8 3.2 6440 3920 3440 3000 2800 2800 3440
151A2 46 14190 8630 7580 6610 6170 6170 7580

1.5 4810 2930 2570 2240 2090 2090 2570
22 10590 6450 5660 4930 4600 4600 5660
2.4 6330 3850 3380 2940 2750 2750 3380
35 13940 8480 7440 6480 6060 6060 7440
2.6 6620 4030 3540 3080 2880 2880 3540

600 1170 510 3380 38 14580 8880 7800 6780 6340 6340 7800
23.6 46.1 20.1 133.1 2.8 6920 4210 3700 3220 3010 3010 3700

41 15240 9270 8150 7090 6630 6630 8150
3.0 7200 4380 3850 3350 3130 3130 3850

16PR 44 15860 9650 8480 7380 6890 6890 8480
149A8 3.2 7480 4550 4000 3480 3250 3250 4000
156A2 46 16480 10020 8810 7670 7160 7160 8810

600/50-22.5

20
.0

0D
C

500/60-22.5

Size Rim

Static

Flotation diagonal forestry tire developed mainly for use on
modern forestry Harvesters and Forwarders. In addition, the tire is
highly applicable for wheeled excavators, loaders and dumpers,
working under heavy terrain conditions. The application in
agriculture, especially on heavy and abrasive surfaces, are also
suggested. The tire is designed
for high traction abilities, low slip and low fuel consumption.
Besides of that, huge tire volume contributs to low soil
compaction and ride comfort in forestry and agricultural
applications. The main construction
characteristics of the tire are strong nylon casing and steel belts,
high undertrade gauge, strong and thick sidewals, special tread
compound and protective mud guard.
All of this promise long tire life under heavy working conditions in
the forests, as well as, smooth and long lasting work in
agriculture.                                                                                                                                                                                       

16
.0

0D
C

dimension
Unloaded 

Recommended load, kg  (lbs)
SW OD

Constant load application
Speed, km/h (mph)

Drive wheel Forestry use



FORESTRY FLOTATION   I-3  (cont) I-331

Loaded Rolling
Static circ. PR Infl.
radius Load press

Index
mm mm mm mm Speed bar 10 20 30 40 50 10 *HT 10 *LT

in in in in Symbol psi 6 12 19 25 31 6 * HT 6 * LT

1.5 5240 3190 2800 2440 2280 2280 2800
22 11540 7030 6170 5370 5020 5020 6170
2.8 7570 4610 4050 3520 3290 3290 4050
41 16670 10150 8920 7750 7250 7250 8920
3.0 7890 4800 4220 3670 3430 3430 4220

700 1170 510 3379 44 17380 10570 9300 8080 7560 7560 9300
27.6 46.1 20.1 133.0 3.1 8030 4890 4290 3730 3490 3490 4290

45 17690 10770 9450 8220 7690 7690 9450
3.3 8330 5070 4450 3870 3620 3620 4450

20PR 48 18350 11170 9800 8520 7970 7970 9800
154A8 3.5 8630 5250 4610 4010 3750 3750 4610
161A2 51 19010 11560 10150 8830 8260 8260 10150

1.5 6330 3850 3380 2940 2750 2750 3380
22 13940 8480 7440 6480 6060 6060 7440
2.4 8330 5070 4450 3870 3620 3620 4450
35 18350 11170 9800 8520 7970 7970 9800
2.8 9110 5540 4870 4240 3960 3960 4870

500 1270 560 3690 41 20070 12200 10730 9340 8720 8720 10730
19.7 50.0 22.0 145.3 3.2 9840 5990 5260 4580 4280 4280 5260

46 21670 13190 11590 10090 9430 9430 11590
3.6 10530 6410 5630 4900 4580 4580 5630

16PR 52 23190 14120 12400 10790 10090 10090 12400
163A8 4.0 11210 6830 6000 5220 4875 4875 6000
171A2 58 24690 15040 13220 11500 10740 10740 13220

1.5 6670 4060 3570 3100 2900 2900 3570
22 14690 8940 7860 6830 6390 6390 7860
2.4 8790 5350 4700 4090 3820 3820 4700
35 19360 11780 10350 9010 8410 8410 10350
2.8 9610 5850 5140 4470 4180 4180 5140

591 1333 580 3850 41 21170 12890 11320 9850 9210 9210 11320
23.3 52.5 22.8 151.6 3.2 10400 6330 5560 4840 4520 4520 5560

46 22910 13940 12250 10660 9960 9960 12250
3.6 11130 6780 5950 5180 4840 4840 5950

20PR 52 24520 14930 13110 11410 10660 10660 13110
165A8 4.0 11850 7210 6330 5510 5150 5150 6330
172A2 58 26100 15880 13940 12140 11340 11340 13940

1.5 6830 4160 3650 3180 2970 2970 3650
22 15040 9160 8040 7000 6540 6540 8040
3.0 10240 6230 5470 4760 4450 4450 5470
44 22560 13720 12050 10480 9800 9800 12050
3.5 11200 6820 5990 5210 4870 4870 5990

700 1333 580 3845 51 24670 15020 13190 11480 10730 10730 13190
27.6 52.5 22.8 151.4 4.0 12120 7380 6480 5640 5270 5270 6480

58 26700 16260 14270 12420 11610 11610 14270
4.5 12970 7900 6940 6030 5640 5640 6940

20PR 65 28570 17400 15290 13280 12420 12420 15290
170A8 5.0 13800 8400 7380 6420 6000 6000 7380
177A2 73 30400 18500 16260 14140 13220 13220 16260

*LT - Low Torque (Forwarder  Application)
*HT - High Torque (Skidder Application)
For stationary service (0 km/h) and speed up to 10 km/h, inflation pressure must be increased by 20 %.

OD
Recommended load, kg  (lbs)

Constant load application
Speed, km/h (mph)

Forestry useDrive wheel

600/55-26.5

20
.0

0D
C

700/40-22.5

24
.0

0D
C

700/50-26.5

24
.0

0D
C

Static

Size Rim

Unloaded 
dimension

SW

500/60-26.5

16
.0

0D
C



I-380 FLOTATION FORESTRY
Tubeless

Loaded Rolling
Static circ. PR Infl.
radius Load press

Index
mm mm mm mm Speed bar 10 20 30 40 50 10 *HT 10 *LT

in in in in Symbol psi 6 12 19 25 31 6 * HT 6 * LT

1.5 6830 4160 3650 3180 2970 2970 3650
22 15040 9160 8040 7000 6540 6540 8040
3.0 10240 6230 5470 4760 4450 4450 5470
44 22560 13720 12050 10480 9800 9800 12050
3.5 11200 6820 5990 5210 4870 4870 5990

750 1360 592.4 3930 51 24670 15020 13190 11480 10730 10730 13190
29.5 53.5 23.3 154.7 4.0 12120 7380 6480 5640 5270 5270 6480

58 26700 16260 14270 12420 11610 11610 14270
4.5 12970 7900 6940 6030 5640 5640 6940

20PR 65 28570 17400 15290 13280 12420 12420 15290
170A8 5.0 13800 8400 7380 6420 6000 6000 7380
177A2 73 30400 18500 16260 14140 13220 13220 16260

*LT - Low Torque (Forwarder  Application)
*HT - High Torque (Skidder Application)
For stationary service (0 km/h) and speed up to 10 km/h, inflation pressure must be increased by 20 %.

Flotation diagonal forestry tire developed mainly for use on modern
forestry Harvesters and Forwarders. In addition, the tire is highly
applicable for wheeled excavators, loaders and dumpers, working
under heavy terrain conditions. The application in agriculture,
especially on heavy and abrasive surfaces, are also suggested.
Special non directional tread design enables draw bar pull
development in both motion directions, what is of greath importants
for forwarders and harvesters application, as well as, for earth moving
machinery applications.
The tire is designed for high traction abilities, low slip and low fuel
consumption. Besides of that, huge tire volume contributs to low soil
compaction and ride comfort in forestry and agricultural applications.
The main construction characteristics of the tire are strong nylon
casing and steel belts, high undertrade gauge, strong and thick sidewals, special tread compound and protective mud guard.     

Static

24
.0

0D
C

Speed, km/h (mph)

Drive wheel Forestry use

750/45 - 26.5

Recommended load, kg  (lbs)
Size Rim

Unloaded 
dimension

SW OD

Constant load application


